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Á Intuitive TV Meters

Á Data Acquisition Solutions up to 200 channels 

Á High-Speed Data Acquisition Solutions up to 6 channels 

Á Bench Data Acquisition Solutions 

Á Modular Data Acquisition Solutions 

Á Temperature Dataloggers

Á Professional TV meters 

Á High Accuracy TRMS AC + DC Multimeters

Á TRMS AC Multimeters

Á Current Clamps 

Á Power Meter Clamps

Á Insulation testers 
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https://24slides.com/?utm_campaign=mp&utm_medium=ppt&utm_source=pptlink&utm_content=&utm_term=
https://www.sefram.com/en/products.html
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Á Thermometers, Thermo-hygrometer, Sonometer, Anemometer, Light meter

Á DC Power Supplies 

Á AC Power Sources

Á DC Electronic Loads 

Á LCR Meters

Á Bench Multimeters

Á Functions Generators 

Á Spectrum Analysers, RF Power Meter and USB Peak RF sensors 

Á Battery Analyzers
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Á AC+DC Power Sources

Á Digital oscilloscopes
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https://24slides.com/?utm_campaign=mp&utm_medium=ppt&utm_source=pptlink&utm_content=&utm_term=
https://www.sefram.com/en/products.html


üDATA ACQUISITION SOLUTIONS 

Model  DAS 220 DAS240

Numberof channels 10 multiplexed channels 20 to 200 multiplexed channels

Touchscreen ¢C¢ мл ΨΩ /ƻƭƻǳǊ ¢C¢ мл ΨΩ /ƻƭƻǳǊ

Measured values Temperature, DC Voltage, Current, Resistance Temperature, DC Voltage, Current, Resistance

Maximum Voltage 100 V DC 100 V DC

Max Sampling Frequency 1 kHz (1ms) 1 kHz (1 ms)

Internal Memory 32 GB 32 GB

Battery life 15h 15 h

Remote control and process software V V

Interface USB,Ethernet, Wi-Fi, Digital Input/Output USB,Ethernet, Wi-Fi, Digital Input/Output

Detailed datasheet

A portable Data Acquisition Solution for all your process applications. 

DAS 220 DAS 240
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https://www.sefram.com/en/products/recorders-dataloggers/DAS240-20-to-200-channel-handheld-universal-datalogger.html
https://www.sefram.com/en/products/recorders-dataloggers/DAS220-10-channel-handheld-universal-datalogger.html
https://www.linkedin.com/company/sefram-instruments/
http://www.youtube.com/c/seframinstruments
https://twitter.com/SEFRAM_SAS
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/DAS220_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/DAS240_datasheet.pdf
https://www.sefram.com/en/products.html


üDATA ACQUISITION SOLUTIONS

Model DAS 30 DAS50 DAS 60

Number of channels 2 isolated universal  channels 4 isolated universal  channels 6 isolated universal  channels

Touchscreen ¢C¢ млΩΩ /ƻƭƻǳǊ ¢C¢ млΩΩ /ƻƭƻǳǊ ¢C¢ мл ΨΩ /ƻƭƻǳǊ

Measured values Temperature, DC Voltage / AC+DC, Current, 
Resistance, Frequency 

Temperature, DC Voltage / AC+DC, Current, 
Resistance, Frequency

Temperature, DC Voltage / AC+DC, Current, 
Resistance, Frequency

Maximum Voltage 500 V  500 V  500 V 

Bandwidth 100 kHz 100 kHz 100 kHz

Max Sampling Frequency 1 MHz (1 µs) 1 MHz (1 µs) 1 MHz (1 µs)

Power analysis V(Up to 100Hz) V (Up to 100Hz) V(Up to 400 Hz)

Internal Memory 32 GB 32 GB 64 GB

Battery life 9h30 9h30 9h30

Remote controland process software V V V

Interface USB, Ethernet, Wi-Fi, Digital Input/Output USB,Ethernet, Wi-Fi, Digital Input/Output USB,Ethernet, Wi-Fi, Digital Input/Output 

Detailed datasheet 

A portable, high-speed and multi-purposed Data Acquisition Solution with power analysis function*.  

DAS 30 DAS 50 DAS 60
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*Internal printer option
available for each model
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https://www.sefram.com/en/products/recorders-dataloggers/DAS60-6-channel-handheld-data-acquisition-solution.html
https://www.sefram.com/en/products/recorders-dataloggers/DAS50-4-channel-handheld-data-acquisition-solution.html
https://www.sefram.com/en/products/recorders-dataloggers/DAS30-2-channel-handheld-data-acquisition-solution.html
https://www.linkedin.com/company/sefram-instruments/
https://sefram.s3-eu-west-1.amazonaws.com/downloads/datasheets/en-us/DAS30_datasheet.pdf
https://sefram.s3-eu-west-1.amazonaws.com/downloads/datasheets/en-us/DAS50_datasheet.pdf
https://sefram.s3-eu-west-1.amazonaws.com/downloads/datasheets/en-us/DAS60_datasheet.pdf
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


üDATA ACQUISITION SOLUTIONS

Model DAS 700 DAS701

Numberof channels 6 isolated universal channels 12 multiplexed channels

Touchscreen ¢C¢ мрΦс ΨΩ /ƻƭƻǳǊ ¢C¢ мрΦс ΨΩ /ƻƭƻǳǊ

Measured values Temperature, DC Voltage / AC+DC, Current, Resistance, 
Frequency

Temperature, DC Voltage, Current, Resistance

Maximum Voltage Up to 500 V  50 V

Bandwidth 100 kHz 1 kHz

Max Sampling Frequency 1 MHz (1 µs) 5 kHz (200 µs) 

Internal Memory 500 GB 500 GB

Poweranalysis V(Up to 1kHz) U

Function of advanced mathematics V V

Remote control and process software V V

Interface USB,Ethernet, Wi-Fi, Digital Input/Output USB,Ethernet, Wi-Fi, Digital Input/Output 

Detailed datasheet

An effective bench Data Acquisition Solution. 

DAS 700 DAS 701
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https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/DAS700_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/DAS701_datasheet.pdf
https://twitter.com/SEFRAM_SAS
https://www.sefram.com/en/products/recorders-dataloggers/DAS700-high-speed-data-solution-acquisition-universal-card.html
https://www.sefram.com/en/products/recorders-dataloggers/DAS701-data-solution-acquisition-multiplexed-card.html
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


üDATA ACQUISITION SOLUTIONS

Model DAS 1700 8460

Numberof channels 6 to 72 channels 6 to 36 channels (thermal printer)

Acquisition card type Multiplexed, Universal, Strain gauge Multiplexed, Universal, Strain gauge

Touchscreen ¢C¢ мрΦс ΨΩ /ƻƭƻǳǊ ¢C¢ мрΦп ΨΩ /ƻƭƻǳǊ

Measured values Temperature, DC Voltage / AC+DC, Current, Resistance, 
Frequency

Temperature, DC Voltage / AC+DC, Current, Resistance, 
Frequency

Maximum Voltage Up to 1000 V Up to 1000 V

Bandwidth 100 kHz 100 kHz

Max Sampling Frequency 1 MHz (1 µs) 1 MHz (1 µs) 

Internal Memory 500 GB 500 GB

Power analysis V(Up to 4 simultaneous three-phased analysis and 1 kHz) V(Up to 3 simultaneous three-phased analysis and 1 kHz)

Function of advanced mathematics V V

Remote control and process software V V

Interface USB,Ethernet, Wi-Fi, Digital Input/Output USB,Ethernet, Wi-Fi, Digital Input/Output 

Detailed datasheet

Modular High Speed Data Acquisition Solution for all demanding applications. 

DAS 1700 8460
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https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/DAS1700_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/8460_datasheet.pdf
https://www.sefram.com/en/products/recorders-dataloggers/8460-6-to-36-channel-thermal-paper-data-acquisition-solution.html
https://twitter.com/SEFRAM_SAS
https://www.sefram.com/en/products/recorders-dataloggers/DAS1700-6-to-72-channels-high-speed-data-acquisition-solution.html
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


Model LOG1601 LOG1620

Temperature Range -40°C to +85°C -40°C to 85°C

Humidity measurement U V

Integrated internal sensor Resistive Resistive

Resolution 0.1°C 0.1°Cand 0.10%

Recording 50 000 points 50 000 points

Programmable alarm V V

Battery life 1 year 1 year 

Supplied PC software V V

Interface USB USB

Detailed datasheet

üTEMPERATURE DATALOGGERS 

LOG1601 LOG1620
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A compactunit with a programmable alarm function for long period measurements.
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https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/LOG1601_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/LOG1620_datasheet.pdf
https://www.sefram.com/en/products/recorders-dataloggers/LOG1601-log1601-temperature-datalogger-with-display-5000-records.html
https://www.sefram.com/en/products/recorders-dataloggers/LOG1620-log1620-temperature-and-rh-datalogger-with-display.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


Model SEFRAM7817B SEFRAM7848B SEFRAM7849B SEFRAM7859B

DVB-T, DVB-T2,complete measurements V V V V

DVB-S, DVB-S2, DVB-S2X (option),complete measurements U V V V

DVB--C, DVB-C2, (J-83A),  complete measurements V U V V

Satellite pointer mode U V V V

Terrestrial pointer mode V V V V

DigitalSD/HD terrestrial  bouquets visualisation 
DigitalSD/HD satellite bouquets visualisation 

V

U

V

V

V

V

V

V

Externalpower supply 5V/ 13V/ 18V/ 24V V V V V

Measurement plan U U V V

Values recording U U V V

Satellite and terrestrial reception optical measurement U U U V

Detailed datasheet

An intuitive TV meters range dedicated to installers. 
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üTV METERS

SEFRAM7848B
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SEFRAM7849B SEFRAM7859BSEFRAM7817B

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7848B_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7849B_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7859B_datasheet.pdf
https://www.sefram.com/en/products/tv-meters-rf-test-instruments/7849B-multifunction-tv-meter-for-terrestrial-cable-and-satellite-hevc-h-265.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products/tv-meters-rf-test-instruments/7859B-multifunction-tv-meter-for-terrestrial-cable-and-satellite-with-optical-input-hevc-h-265.html
https://www.sefram.com/en/products/tv-meters-rf-test-instruments/7848B-multifunction-tv-meter-for-terrestrial-and-satellite-hevc-h-265.html
https://www.sefram.com/en/products/tv-meters-rf-test-instruments/7817B-multifunction-tv-meter-for-terrestrial-and-cable-hevc-h-265.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7817B_datasheet.pdf
https://www.sefram.com/en/products.html


Model SEFRAM7880 SEFRAM7881 SEFRAM7882 SEFRAM7885

DVB-T/T2/T2Lite, DVB-C/C2, DVB-S/S2 (MS) V V V V

MPEG-2, MPEG-4 (H.264) HEVC (H.265) decoding V V V V

Fast spectral analysis V V V V

DCSS, SatCRaccording to EN50607 V V V V

Expert spectrum V V V V

2.4 GHzand 5 GHz WiFi V V V V

CAM CI U V V V

MER by CARRIER U V V V

IPTV U U V V

GPS U U U V

Detailed datasheet

A professional TV Meters range for broadcaster experts.
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üTV METERS
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https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7881-4k_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7882-4k_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7885-4k_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7880-4k_datasheet.pdf
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


Model 7334 7335 7352B 7355

Display 6000 points 6000 points 40000 points 100000 points

Max DC Voltage / Max AC Voltage 1000 V 1000 V 1000 V 1000 V

Max Voltage AC+DC 600 V 600 V 1000 V 1000 V

Max Current AC+DC 10 A 10 A 10 A 10 A

Max Resistance 40 Mɋ 40 Mɋ 10 Mɋ 10 Mɋ

Continuity V V V V

Capacitance measurement V V V V

Bluetooth U U V U

Detailed datasheet

A complete range of high-accuracy handheld multimetersfor demanding applications.
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üTRMS AC+DC MULTIMETERS

SEFRAM7334
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*Compatible with SP295 current clamp 
30A/300A/3000A  

SEFRAM7335 SEFRAM7352B SEFRAM7355

Test leads for multimeters

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7334_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7335_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7352B_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7355_datasheet.pdf
https://www.sefram.com/en/products/multimeters/7334-6000-counts-digital-and-bargraph-multimeter-trms-ac-dc-accuracy-0-09.html
https://twitter.com/SEFRAM_SAS
https://www.sefram.com/produits/pinces-amperemetriques/SP295-pince-flexible-de-courant-ac-30-300-3000a-pour-multimetre-d-10cm.html
https://www.sefram.com/en/products/multimeters/7335-6000-counts-digital-and-bargraph-multimeter-trms-ac-dc-accuracy-0-08.html
https://www.sefram.com/en/products/multimeters/7352B-40-000-cts-trms-ac-dc-dmm-bluetooth.html
https://www.sefram.com/en/products/multimeters/7355-trms-multimeter-100-000-cts-dual-display-100-khz-0-015.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/SP295_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/fr-fr/SA100_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/SA101_datasheet.pdf
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


Model 7202 7203 7204 7220 7221 7223

Display 6000 points 6000 points 6000 points 6000 points 6000 points 6000 points

Max DC Voltage / Max AC Voltage 600 V 600 V 600 V 1000 V 1000 V 1000 V

Max DC Current / Max AC Current U 10 A 10 A U 10 A 10 A

Max Resistance 40 Mɋ 40 Mɋ 40 Mɋ 40 Mɋ 40 Mɋ 40 Mɋ

Continuity V V V V V V

Capacitance measurement V V V V V V

Temperature U U V U U V

Datalogger function U U U U V V

Measurement voltage on solar panel 
(Option SA163)

U U U U U V

Detailed datasheet

An efficient range of multimeters.
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üTRMS AC MULTIMETERS

SEFRAM7202
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SEFRAM7203 SEFRAM7204 SEFRAM7220 SEFRAM7221 SEFRAM7223

*Compatible with SP295 current clamp 
30A/300A/3000A

Test leads for multimeters

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7203_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7203_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7203_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7220_datasheet.pdf
https://www.sefram.com/en/products/multimeters/7202-7202-trms-6000cts-handheld-dmm.html
https://www.sefram.com/en/products/multimeters/7203-7203-trms-6000cts-handheld-dmm.html
https://www.sefram.com/en/products/multimeters/7204-7204-trms-6000cts-handheld-dmm.html
https://www.sefram.com/produits/pinces-amperemetriques/SP295-pince-flexible-de-courant-ac-30-300-3000a-pour-multimetre-d-10cm.html
https://twitter.com/SEFRAM_SAS
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/fr-fr/SA100_datasheet.pdf
https://www.sefram.com/en/products/multimeters/7221-trms-ac-digital-multimeters-6000-counts-bluetooth-and-datalogger.html
https://www.sefram.com/en/products/multimeters/7220-trms-ac-digital-multimeters-6000-counts-bluetooth.html
https://www.sefram.com/en/products/multimeters/7223-trms-ac-digital-multimeters-6000-counts-bluetooth-datalogger-and-photovoltaic-function.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7220_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/7220_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/SP295_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/SA101_datasheet.pdf
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


Model MW3350 MW3352 MW3360 MW3380 MW3390

Display LCD 4000 points  LCD 4000 points LCD 4000 points LCD 4000 points LCD 4000 points

Max DC Voltage 600 V 1000 V 600 V 1000 V 1000 V

Max AC Voltage 600 V 600 V 600 V 750 V 750 V

Max AC Current 400 A 600 A 600 A(AC/DC) 1000 A 1500 A

Max Resistance 400 Mʍ 400 Mʍ 400 Mʍ 400 Mʍ 400 Mʍ

Jaws opening 37 mm 36 mm 45 mm 53 mm 53 mm

Continuity V V V V V

Temperature U V U U U

Detailed datasheet

Up to 1500 AAC/DC clamp-on meter range for maintenance services. 
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üCURRENT CLAMPS

MW3350
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MW3360 MW3390MW3380MW3352*

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3350_datasheet.pdf
https://twitter.com/SEFRAM_SAS
https://www.sefram.com/en/products/clamp-on-multimeters/MW3350-600-aac-clamp-on-meter.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3352_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3350_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3350_datasheet.pdf
https://www.sefram.com/en/products/clamp-on-multimeters/MW3360-600-aac-dc-clamp-on-meter.html
https://www.sefram.com/en/products/clamp-on-multimeters/MW3380-mw3380-1000-aac-clamp-on-meter.html
https://www.sefram.com/en/products/clamp-on-multimeters/MW3390-1500-aac-dc-clamp-on-meter.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3350_datasheet.pdf
https://www.sefram.com/en/products/clamp-on-multimeters/MW3352-600-aac-dc-clamp-on-meter-with-temperature.html
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


Model MW3517BF MW3950B SP297B/ SP298B

Display LCD 6000 points LCD 6000 points LCD10000 points

MaxDC Voltage 1000 V / 2000 V with option SA163 U 1000 V

MaxAC Voltage 1000V / 1500 V with option SA163 U 1000 V

MaxAC Current 600 A /3000 A with option SP295 60 A 3000 A

MaxDC Current 600 A U U

Max Resistance 600 kɋ U 10 kɋ

Jawopening/ diameter 42mm 42 mm 100 mm / 160 mm

Bluetooth V V V

Detaileddatasheet

Currentclamps for dedicatedapplications.
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üSPECIALIZED CURRENT CLAMPS

MW3517BF
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MW3950B SP298BSP297B

https://www.linkedin.com/company/sefram-instruments/
https://www.youtube.com/channel/UC7h9VhDs8UbjkAUMU7UqwfQ
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3517BF_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3950B_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/SP297B_datasheet.pdf
https://twitter.com/SEFRAM_SAS
https://www.sefram.com/en/products.html


Model MW3516BF MW3526BF MW3536BF

Display 10000 points 10000 points 10000 points

Max DC Voltage / Max AC Voltage 1000 V 1000 V 1000 V

Max AC Current 600 A 600 A 1000 A

Max DC Current U 600 A 1000 A

Max Resistance 100 Mɋ 100 Mɋ 100 Mɋ

Jaws opening 45 mm 45 mm 45 mm 

Active power measurement V V V

Bluetooth V V V

Detailed datasheet

Up to 1000V / 1000kW Power Meter Clamps range made for maintenance services.
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üPOWER METER CLAMPS

MW3516BF
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MW3526BF MW3536BF

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3516BF_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3526BF_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW3536BF_datasheet.pdf
https://www.sefram.com/en/products/clamp-on-multimeters/MW3516BF-600a-ac-600kw-power-clamp-with-flex-input-bluetooth.html
https://www.sefram.com/en/products/clamp-on-multimeters/MW3526BF-600a-ac-and-dc-600kw-power-clamp-with-trms-ac-dc-measurements-with-flex-input-bluetooth.html
https://www.sefram.com/en/products/clamp-on-multimeters/MW3536BF-1000a-ac-and-dc-600kw-power-clamp-with-trms-ac-dc-measurements-flex-input-bluetooth.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


Model SEFRAM62 SEFRAM66 SEFRAM70

Display LED LCD Screen + LED LCD Screen + LED

IP2X Touch points V V V

Max AC Voltage 690 V 1000 V 1000 V

Max DC Voltage 690 V 1500 V 1000 V

Continuity test V V V

Resistance measurement V V V

Phases rotation test V V V

Current measurement U U 200 A AC

Detailed datasheet

A complete range of LED voltage and continuity testers.
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üVOLTAGE TESTERS

SEFRAM62
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SEFRAM66 SEFRAM70

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/SEFRAM62_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/SEFRAM66_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/SEFRAM70_datasheet.pdf
https://twitter.com/SEFRAM_SAS
https://www.sefram.com/en/products/electrical-cable-testers/SEFRAM62-led-voltage-and-continuity-tester.html
https://www.sefram.com/en/products/electrical-cable-testers/SEFRAM66-lcd-voltage-and-continuity-tester.html
https://www.sefram.com/en/products/electrical-cable-testers/SEFRAM70-multimeter-nvd-clampmeter.html
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


ü INSULATION TESTERS 

Model MW9090 MW9091

Testing Voltage 50 V,100 V, 250 V, 500 V, 1000 V 50 V,100 V, 250 V, 500 V, 1000 V

Insulation resistance measurement 20Gʍ 22Gʍ

Continuity test V V

PI and DAR measurement V V

Multimeter function U V

Interface U U

Detailed datasheet

50V to 1000V Insulation tester, 600V TRMS Multimeter.
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Active testing probe for 
MW9090 and MW9091 : 
9090PROBE

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/fr-fr/MW9090_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MW9091_datasheet.pdf
https://www.sefram.com/en/products/electrical-cable-testers/MW9090-50v-to-1000v-insulation-tester-600v-trms-multimeter.html
https://twitter.com/SEFRAM_SAS
https://www.sefram.com/en/products/electrical-cable-testers/MW9091-50v-to-1000v-insulation-tester-and-1000v-ac-dc-dmm.html
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


A multi-purpose range for your environment measurements. 
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üENVIRONMENT TESTERS

SEFRAM 9816B
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SEFRAM 9822B SEFRAM 9836

SEFRAM 9819

SEFRAM 9862

4 inputs thermometer 
Å Measurement range -200 °C to 1370 °C
Å USB interface with software
Å Recording 32000 points
Å Bluetooth application

Detailed 
datasheet

Thermo-hygrometer
Å Humidity 0 to 100%
Å Temperature probe  T1:  -20°C to 60°C
Å Thermocouple Temperature probe  T2: -200°C to 

1370°C
Å USB interface with software
Å Recording 32000 points
Å Bluetooth application 

Detailed 
datasheet

Sound level meter with recording 
Å Measuring range 30 dB to 130 dB 
Å Frequency weighting A and C
Å USB interface with software
Å Recording 128000 points
Å MP3 audio recording 

Detailed 
datasheet

Hot wire anemometer 
Å Air speed and flow measurement 
Å Temperature measurement 
Å Humidity measurement 

Detailed 
datasheet

Laser infrared thermometer
Å Laser light 
Å Thermography range -20°C to 550°C
Å Resolution 160 x 120 (19200 pixels)
Å Thermal snapshots (8GB SD card)

Detailed 
datasheet

Digital light meter  
Å Measuring range 40 to 4000 lux
Å Incandescent light, natural LED
Å Min, Max, Avg, Hold functions 

Detailed 
datasheet

SEFRAM 9855

https://www.linkedin.com/company/sefram-instruments/
https://www.sefram.com/en/products/environmental-testers/9816B-thermometer-bluetooth-with-data-logger-4-channels.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9814_datasheet.pdf
https://www.sefram.com/en/products/environmental-testers/9822B-data-logger-hygro-thermometer-with-bluetooth-interface.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9822B_datasheet.pdf
https://www.sefram.com/en/products/environmental-testers/9836-digital-sound-level-meter-with-data-logger.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9836_datasheet.pdf
https://www.sefram.com/en/products/environmental-testers/9862-hot-wire-anemometer.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9862_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9831_datasheet.pdf
https://twitter.com/SEFRAM_SAS
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9855_datasheet.pdf
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products/environmental-testers/9855-40-4000-lux-digital-light-meter-for-led.html
https://www.sefram.com/en/products.html


üDC POWER SUPPLIES 

Model BK1672 BK1673 BK1761 BK1762

Power 200W 375W 220W 300W

Outputs  3 3 3 3

Output Voltage 2x 0-32V / 1x 5V 2x 0-32V / 1x 5V 2x 0-35V / 1x 2 -6.5V 2x 0-60V / 1x 4-6.5V

Output Current 2x 0-3A / 1x3A 2x 0-6A / 1x 3A 2x 0-3A / 1x 0-5A 2X 0-2A/ 1x 0-5A

CC and CV mode V V V V

Serial or parallel mode V V V V

Protection U U OVP OVP

Interface U U U U

Remote sense U U U U

Detailed datasheet

A triple output DC power supplies range up to 375W. 

BK1672 BK1762BK1761
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https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/1672_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/167x_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/176x_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/176x_datasheet.pdf
https://www.sefram.com/en/products/power-supplies/BK1672-triple-output-30vdc-5a-digital-display-power-supply.html
https://www.sefram.com/en/products/power-supplies/BK1673-triple-output-quad-display-dc-power-supply-2-0-32v-0-6a-1-5v-3a.html
https://www.sefram.com/en/products/power-supplies/BK1762-4-digit-triple-output-dc-power-supply-2-0-60v-0-2a-1-4-6-5v-4a.html
https://www.sefram.com/en/products/power-supplies/BK1761-4-digit-triple-output-dc-power-supply-20-35v-0-3a-12-65v-5a.html
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


üDC POWER SUPPLIES 

Model BK168XB series BK169XB series BK190XB series

Power From 300 to 360W 200W From 900W to 960W 

Outputs 1 1 1 (+ 1 auxiliary output) 

Output Voltage Up to 60V Up to 60V Up to 60V

Output Current Up to 20A Up to 10A Up to 60A

CC and CV mode V V V

Remote control software V V V

Protection OCP,OVP, OTP OCP, OVP, OTP OCP, OVP, OTP

Interface USB USB,RS 485 USB

Remote sense U U U

Analogue control V U V

Detailed datasheet

A switching power supplies range up to 960W. 
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BK190XB series

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/168xB_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/1696B_series_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/1900B_Series_datasheet.pdf
https://www.sefram.com/en/products/power-supplies/BK1685B-1-60v-0-5a-switching-dc-power-supply.html
https://www.sefram.com/en/products/power-supplies/BK1698B-programmable-dc-power-supply-1-60v-0-3-3a.html
https://www.sefram.com/en/products/power-supplies/BK1900B-1-16v-60a-switching-dc-power-supply-usb.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


üDC POWER SUPPLIES 

Model BK910X series BK920X series BK914Xseries

Power 320W From 200W to 600W 300W

Outputs 1 1 (+ 1 auxiliary output) 3

Output Voltage Up to 84V Up to 84V Up to 60V

Output Current Up to 20A Up to 25A Upto 8A

CC and CV mode V V V

Remote control software V V V

Protection OCP,OVP, OTP OCP, OVP, OTP OCP, OVP, OTP

Interface USB USB, RS232, GPIB,Driver LabView USB, LAN(LXI), GPIB(option), logics I/O, LabViewand IVI.NET drivers

Batteries test  U V U

Remote sense V V V

Analogue control V V U

Detailed datasheet

A programmable multi-range linear power supplies.

BK910X series
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BK920X series BK914X series

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/1900B_Series_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9200_Series_datasheet.pdf
https://www.sefram.com/en/products/power-supplies/BK1901B-1-32v-30a-switching-dc-power-supply-usb.html
https://www.sefram.com/en/products/power-supplies/BK9205-multi-range-programmable-dc-power-supply-0-60v-0-15a-pmax-360w.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products/power-supplies/BK9140-triple-output-multi-range-dc-power-supplies-300w.html
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9200_Series_datasheet.pdf
https://www.sefram.com/en/products.html


üDC POWER SUPPLIES

Model BK917XB series BK18XB series

Power From 100W to 210W From 200W to 600W

Outputs 2 1

Output voltage Up to 70V Up to 600V

Output current Up to 5A Up to 10A

LED testing mode V V

Standard interface USB,Driver LabView USB, Driver LabView

Flexible interface according to the chosen card 
option 

RS-232,LAN + IEE,Analogue, RS485 RS-232,LAN + IEE,Analogue, RS485

Remote control software V V

Remote sense V V

Protection OCP,OVP OCP,OVP

Detailed datasheet

A programmable dual range linear power supplies range with a configurable interface. 

BK917XB series
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BK918XB series

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9170B_9180B_Series_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9170B_9180B_Series_datasheet.pdf
https://www.sefram.com/en/products/power-supplies/BK9181B-bk9181b-dual-range-dc-power-supplies.html
https://www.sefram.com/en/products/power-supplies/BK9171B-bk9171b-dual-range-dc-power-supplies.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


üDC POWER SUPPLIES 

Model BK9115 series XLN series High Voltage XLN series High Intensity

Power From 1200W to 3000W 1560W 1440W

Outputs 1 1 1 (+ 1 auxiliary output 5V/1A) 

Output Voltage Up to 150V Up to 600V Up to 100V

Output Current Up to 120A Up to 10.4A Up to 24A

Serial or parallel mode V V V

Interface USB,RS-232, GPIB, RS-485, LAN USB,RS-485, Driver LabView
(GPIB, LANin option) 

USB,RS-485, Driver LabView
(GPIB, LANin option)

Analogue control V V V

Remote sense V V V

Protection OVP, OVP, OTP OVP,OCP,OTP,OPP OVP,OCP,OTP,OPP

Detailed datasheet

A wide range of rackableprogrammable linear Power Supplies.

BK9115 series XLN series High Current 
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https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9115_series_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/XLN_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/XLN_datasheet.pdf
https://www.sefram.com/en/products/power-supplies/BK9115-1200w-multi-range-80v-60a-dc-power-supply.html
https://www.sefram.com/en/products/power-supplies/XLN30052-GL-300v-5-2a-1-56kw-programmable-dc-power-supply.html
https://www.sefram.com/en/products/power-supplies/XLN10014-100v-14-4a-1-44kw-programmable-dc-power-supply.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


üDC POWER SUPPLIES 

Model MR series PVS series

Power Up to 5000W From 3000W to 5100W

Outputs 1 1

Output Voltage Up to 1000V Up to 1000V

Output Current Up to 80A Up to 8.5A

Serial or parallel mode V V

Interface USB,RS-232, GPIB, LAN (LXI) USB,RS-485, RS-232, IEEE, LAN, Driver LabView

Analogue control V V

Remote sense V V

Protection OCP, OVP, OTP,OPP OVP, OVP, OTP, OPP

Detailed datasheet

A wide range of rackableprogrammable linear Power Supplies including photovoltaic features. 

PVS series 
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https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/MR_series_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/PVS_series_datasheet.pdf
https://www.sefram.com/en/products/power-supplies/PVS10005-high-power-programmable-dc-power-supply-1000v-5a-5kw.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products/power-supplies/MR50040-5000-va-high-voltage-multi-range-dc-power-supply-500v-40a.html
https://www.sefram.com/en/products.html


üAC POWER SOURCES

Model BK9801 BK9803 BK9805

Power 300 VA 750 VA 1500 VA

Outputs 1 2 1

Output Voltage Up to 300V Up to 300V Up to 300V

Output Current Up to 3A Up to 6A Up to 12A

Output frequency 45 to 500Hz 45 to 500Hz 45 to 500Hz

Remote control Software V V V

External trigger V V V

Interface USB,LAN, RS-232, LabView Driver USB,LAN, RS-232, GPIB, LabView Driver USB,LAN, RS-232, GPIB, LabView Driver

Rack-mount V V V

Protection OCP,OVP, OPP, OTP OCP,OVP, OPP, OTP OCP,OVP, OPP, OTP

Detailed datasheet

Programmable AC Power Sources range from 300 VA to 1500 VA.

BK9801
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https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9800_Series_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9800_Series_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9800_Series_datasheet.pdf
https://www.sefram.com/en/products/power-supplies/BK9801-programmable-ac-power-source.html
https://www.sefram.com/en/products/power-supplies/BK9803-programmable-ac-power-sources-750va.html
https://www.sefram.com/en/products/power-supplies/BK9805-programmable-ac-power-sources-1500va.html
https://twitter.com/SEFRAM_SAS
http://www.youtube.com/c/seframinstruments
https://www.sefram.com/en/products.html


üAC+DC POWER SOURCES

Model BK9832 BK9833

AC power 2000 VA 3000 VA

DC power 1000 W 1500 W

Outputs 1 1

Output Voltage Up to 300V Up to 300V

Output Current Up to 20A Up to 30A

Output frequency From45 to 1200Hz (single phase) / From 45 to 600 Hz (Three-phase) From45 to 1200Hz (single phase) / From 45 to 600 Hz (Three-phase)

Remote control Software V V

External trigger V V

Interface USB, RS-232, RS-232,LabView Driver USB,LAN, RS-232, GPIB, LabView Driver 

Rack-mount V V

Protection OCP,OVP, OPP, OTP OCP,OVP, OPP, OTP

Detailed datasheet

Programmable AC Power Sources up to 3000 VA with DC output.
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BK9833B

3-Phasecapability using 3 AC sources
andthe 3-Phasekit TL983P-KIT

https://www.linkedin.com/company/sefram-instruments/
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9830B_Series_datasheet.pdf
https://bkpmedia.s3.amazonaws.com/downloads/datasheets/en-us/9830B_Series_datasheet.pdf
https://www.sefram.com/en/products/power-supplies/BK9832B-programmable-2000va-ac-power-source.html
https://www.sefram.com/en/products/power-supplies/BK9833B-programmable-3000va-ac-power-source.html































